2013 Shock Physics Papers


Caresta, M., Langley, R.S. and Woodhouse, J. (2013) "Transient response of structures with uncertain properties to nonlinear shock loading" J. Sound Vibration 332 5821-5836


Chen, W.D., Zhang, F. and Yang, W.M. (2013) "Simulation of spall fracture based on material point method" Key Engng Mater. 525 97-100


Durand, O. and Soulard, L. (2013) "Power law and exponential ejecta size distributions from the dynamic fragmentation of shock-loaded copper and tin metals under melt conditions" J. Appl. Phys. 114 194902


Ebrahimi, H. and Vaziri, A. (2013) "Metallic sandwich panels subjected to multiple intense shocks" Int. J. Solids Structures 50 1164-1176


Escobedo, J.P., Cerreta, E.K., Dennis-Koller, D., Trujillo, C.P. and Bronkhorst, C.A. 
(2013) "Influence of boundary structure and near neighbor crystallographic orientation on the dynamic damage evolution during shock loading" Philos. Mag. 93 833-846


Fenton, G., Grady, D. and Vogler, T.J. (2013) "Modeling thermodynamic compression states in distended materials and mixtures" Procedia Engng 58 724-731


Fortov, V.E. and Mintsev, V.B. (2013) "Extreme states of matter on the Earth and in the Cosmos: Is there any chemistry beyond the megabar?" Russ. Chem. Rev. 82 597-614


Fredenburg, D.A. and Thadhani, N.N. (2013) "On the applicability of the P-alpha and P-lambda models to describe the dynamic compaction response of highly heterogeneous powder mixtures" J. Appl. Phys. 113 043507


Kiselev, S.P. (2013) "Molecular dynamics simulation of deformation in plates on their oblique impact" Physical Mesomechanics 16 303-311


Kowitz, A., Guldemeister, N., Reimold, W.U., Schmitt, R.T. and Wunnemann, K. (2013) "Diaplectic quartz glass and SiO$_2$ melt experimentally generated at only 5 GPa shock pressure in porous sandstone: Laboratory observations and meso-scale numerical modeling" Earth Planet. Sci. Letts 384 17-26


Levesque, G., Vitello, P. and Howard, W.M. (2013) "Hot-spot contributions in shocked high explosives from mesoscale ignition models" J. Appl. Phys. 113 233513


Li, D.F., Zhang, P. and Yan, J. (2013) "Quantum molecular dynamics simulations of the thermophysical properties of shocked liquid ammonia for pressures up to 1.3 TPa" J. Chem. Phys. 139 134505


Li, T., Hua, C. and Li, Q. (2013) "Shock sensitivity of pressed RDX-based PBXs under short-duration and high-pressure impact tests" Propell. Explos. Pyrotech. 38 770-774


Li, T., Hua, C. and Li, Q. 2013 "Shock sensitivity of pressed PBX under short duration and high-pressure impact test", in "Proc. 44th Int. Annual Conf. of the ICT", paper 31, (Pfintzal, Germany, Institut für Chemische Technologie)


Militzer, B. (2013) "Ab initio investigation of a possible liquid liquid phase transition in MgSiO$_3$ at megabar pressures" High Energy Density Phys. 9 152-157


Mohamed, A.K. and Mostafa, H.E. 2013 "Theoretical and experimental investigation of shock wave parameters of selected compositions", in "Proc. 44th Int. Annual Conf. of the ICT", paper 14, (Pfintzal, Germany, Institut für Chemische Technologie)


Mukherjee, D., Joshi, K.D. and Gupta, S.C. (2013) "High pressure equation of state and ideal compressive and tensile strength of MgO single crystal: Ab-initio calculations" J. Appl. Phys. 113 233504


Nakamuta, Y. and Toh, S. (2013) "Transformation of graphite to lonsdaleite and diamond in the Goalpara ureilite directly observed by TEM" Amer. Mineralogist 98 574-581


Pichot, V., Risse, B., Schnell, F., Mory, J. and Spitzer, D. (2013) "Understanding ultrafine nanodiamond formation using nanostructured explosives" Scientific Reports 3 article no. 2159

Piekutowski, A.J. and Poormon, K.L. (2013) "Effects of scale on the performance of Whipple shields for impact velocities ranging from 7 to 10 km/s" Procedia Engng 58 642-652


Ping, Y., Coppari, F., Hicks, D.G., Yaakobi, B., Fratanduono, D.E., Hamel, S.,
Rev. Letts 111 065501

electrons driven ablation" Phys. Plasmas 20 112704

Podurets, A.M., Tkachenko, M.I., Ignatova, O.N., Lebedev, A.I., Igonin, V.V. and
Raevskii, V.A. (2013) "Dislocation density in copper and tantalum
subjected to shock compression depending on loading parameters and
original microstructure" Phys. Metals Metallog. 114 440-447

Potter, D.K. and Ahrens, T.J. (2013) "Moderate velocity oblique impact sliding:
Production of shocked meteorite textures and palaeomagnetically
important metallic spherules in planetary regoliths" Meteor. Planet. Sci. 48
656-664

Poutiainen, M. and Heikkila, P. (2013) "Fluid inclusions in microstructures of
shocked quartz from the Keurusselka impact site, Central Finland" Meteor.
Planet. Sci. 48 1043-1049

Powles, R.C., Marks, N.A., Lau, D.W.M., McCulloch, D.G. and McKenzie, D.R.
(2013) "An energy landscape for carbon network solids" Carbon 63 416-422

Price, M.C., Solschied, C., Burchell, M.J., Josse, L., Adamek, N. and Cole, M.J.
(2013) "Survival of yeast spores in hypervelocity impact events up to
velocities of 7.4 km/s" Icarus 222 263-272

Prochazka, P.P. (2013) "Deterioration of fiber-reinforced concrete plate due to
explosion and change of temperature" Key Engng Mater. 525 185-188

and arrangement on dynamic damage evolution of ductile metal" Chinese
Phys. B 22 046203

simulation on the shock compression behaviour of Al-W-binder granular
metal mixtures" Mater. Design 47 341-349

250 ps short pulses using a high-speed streak camera on kilojoule,
petawatt-class laser systems" Rev. Sci. Instrum. 84 073104


Shojaei, A., Voyiadjis, G.Z. and Tan, P.J. (2013) "Viscoplastic constitutive theory for brittle to ductile damage in polycrystalline materials under dynamic loading" Int. J. Plast. 48 125-151


Thomas, C.W. and Asimow, P.D. (2013) "Preheated shock experiments in the molten CaAl2Si2O8-CaFeSi2O6-CaMgSi2O6 ternary: A test for linear mixing of liquid volumes at high pressure and temperature" J. Geophys. Res.: Solid Earth 118 3354-3365

Thomas, C.W. and Asimow, P.D. (2013) "Direct shock compression experiments on premolten forsterite and progress toward a consistent high-pressure equation of state for CaO-MgO-Al2O3-SiO2-FeO liquids" J. Geophys. Res.: Solid Earth 118 5738-5752


Wei, X.F., Han, Y., Liu, L. and Long, X.P. (2013) "Preparation of C-60 by
detonation of a mixture of TNT and graphite" Mod. Phys. Letts B 27
1250004

Weinwurm, M., Bland, S.N. and Chittenden, J.P. (2013) "Metal liner-driven quasi-
isentropic compression of deuterium" Phys. Plasmas 20 092701

Welser-Sherrill, L., Fincke, J., Doss, F., Loomis, E., Flippo, K., Offermann, D.,
experiments to study reshock and shear" High Energy Density Phys. 9
496-499

C.Y. (2013) "Twin induced sensitivity enhancement of HMX versus shock:
A molecular reactive force field simulation" J. Phys. Chem. C 117 24368-
24374

Werneyer, K.D., Terblanche, C.J. and Majiet, F. 2013 "Improved streak mask
design", in "Proc. 27th Int. Symp. on Ballistics", ed. M. Wickert and M.
Salk, pp. 853-859, (Lancaster, PA, Destech Publications)

Phys. 113 233506

White, S., Nersisyan, G., Kettle, B., Dzeizainis, T.W.J., McKeever, K., Lewis,
C.L.S., Otten, A., Siegenthaler, K., Kraus, D., Roth, M., White, T., Gregori,
and Riley, D. (2013) "X-ray scattering from warm dense iron" High Energy
Density Phys. 9 573-577

experimental investigation into the micro-mechanics of spall initiation and
propagation in Ti6Al4V during shock loading" Mater. Sci. Engng A 578
331-339

of cold rolling on the microstructural and spall response of 1100
aluminum" J. Appl. Phys. 114 093502

transformation on nanosecond time scales" Phys. Rev. B 87 174104


Yakub, E.S. (2013) "Ionic model for highly compressed solid hydrogen" Low Temp. Phys. 39 417-422


Zhang, J.Y., Sha, Z.D., Brancio, P.S., Zhang, Y.W., Sorkin, V., Pei, Q.X. and Srolovitz, D.J. (2013) "Superplastic nanocrystalline ceramics at room temperature and high strain rates" Scripta mater. 69 525-528


